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FEATURES

- 2-Mil (50 Micron) cast vinyl with permanent 
 adhesive and synthetic liner

- 7-year outdoor durability for bright and vivid colors,   
 even on the most demanding applications

- Viable for thermoforming 

- Supports high volume wet applications

-  Available in 24” (0,61m), 30” (0,76m)Q, 48” (1,22m) and  

60” (1,52m)Q by 10 yards (9,14m)s and 50 yards (45,72m)

NOTE: The only available size in Europe is 48” (1,22m) by 50 yards (45,72m). 

For extended film warranties and custom color requests,  
contact Arlon Customer Service at: 1.800.232.7161.

CARACTERÍSTICAS

- Vinilo fundido de 50 Micrones (2-Mil) premium con 
 adhesivo permanente y respaldo sintetico

- 7 años de duración en exteriores con colores brillantes y  
 vibrantes, hasta  en las aplicaciones más exigentes

- Viable para termoformado 

- Soporta la producción en applicaciones húmedas de alto volumen

-  Disponible en 24” (0,61m), 30” (0,76m)Q, 48” (1,22m) y 

60” (1,52m)Q por 10 yardas (9,14m) s y 50 yardas (45,72m)

AVISO: La unica medida disponible en Europa es 48” (1,22m) por 50 yardas (45,72m). 

Para solicitudes de garantía prolongada de la película y colores  
especiales, póngase en contacto con su representante de ventas local.

For more information on Series 2500, click here.

https://www.arlon.com/na_en/products/series-2500
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FOOTNOTE REFERENCE GUIDE

Arlon recommends that the user pre-test the vinyl on 
the substrate  to be used. The surface must be cleaned 
according to the substrate manufacturer’s specifications.

Q   30” (0,76m) and 60” (1,52m) rolls available in select colors only.  

D  Indicates opaque film, not translucent

s  10 yard (9,14m) rolls available in 24” (0,61m), 30” (0,76m)  

and 48” (1,22m) width only  

GUÍA DE REFERENCIA

Arlon recomienda que el usuario realice una prueba previa del vinilo  
en el substrato/objeto a usar. La superficie deberá ser limpiada  

según instrucciones del fabricante del substrato/objeto. 

Q  Rollos de 30” (0,76m) y 60” (1,52m) disponible en ciertos colores solamente. 

 D Indica una película opaca, no translúcida

s   Rollos de 10 yardas (9,14m) disponibles en 24” (0,61m), 30” (0,76m)  

y 48” (1,22m) ancho solamente

 Series 5590
 DUAL COLOR FILM

- Perforation pattern 85/15 

- Allows internally illuminated signs to be  seen as one 
 color during the day and  either white or a second color 
 at night

- Available in black and white

- Custom Colors sheets available upon request

- 5-year outdoor durability

- Available in 48” (1,22m) by 10 yards (9,14m) 
 and 50 yards (45,72m) 

- Patrón de perforación 85/15
- Permite que señalización iluminada internamente se  vea
 de un color durante el día y blanco o de otro color de noche

- Excelente adherencia inicial y adhesión final
- Disponible en negro y blanco
- Colores especialés disponibles a pedido
- 5 años de duración en exteriores
- Disponible en 48” (1,22m) por 10 yardas (9,14m) y 50 yardas (45,72m)

 Series 5570
 BLOCKOUT FILM

- Ideal for internally illuminated  signage and 
 displays where  light transmission is not desired

- Excellent initial tack and  ultimate adhesion

- Superior release and weedability

- Custom Colors available upon request

- 5-year outdoor durability

- Available in 48” (1,22m) by 50 yards (45,72m)

- Ideal para señalización iluminada internamente  y para 
 exhibidores en los que no se desea la transmisión de la luz
- Excelente adherencia inicial y adhesión final
- Depilacíon y remocíon superior
- Colores especialés disponibles a pedido
- 5 años de duración en exteriores
- Disponible en 48” (1,22m) por 50 yardas (45,72m)

 Series 5500
 DIFFUSER FILM

- Designed for second surface application for  
 internally illuminated signage

- Available in 60% and 30% transmission

- 7-year outdoor durability 

- Available in 48” (1,22m) by 10 yards (9,14m) 
 and 50 yards (45,72m)

- Diseñada para aplicación de segunda superficie  para 
 señalización iluminada internamente
- Disponible en transmisión de 60% y de 30%
- 7 años de duración en exteriores
- Disponible en 48” (1,22m) por 10 yardas (9,14m) y 
 50 yardas (45,72m)

PREMIUM CAST TRANSLUCENT FILMS

The Arlon Total System Warranty provides a guarantee when using various Arlon products together. Arlon Total System Warranty has  
you covered!

For more information on Series 5500, click here.

For more information on Series 5570, click here.

For more information on Series 5590, click here.

https://www.arlon.com/na_en/products/series-5500
https://www.arlon.com/na_en/products/series-5570
https://www.arlon.com/na_en/products/series-5590
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